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Basis-Multischalter
einsetzbar
� als Einzelschalter für 

8 Teilnehmer / Receiver
� zur Kaskadierung mit SMK 17x9 F,
� als Nachverstärker oder
� als Abschlussbauteil

in einer Kaskade.

Technische Daten:
Frequenzbereiche:
- Terrestrik passiv 5 ... 862 MHz
- SAT-ZF 950 ... 2200 MHz

Verstärkung / Stammleitungen:
- Terr.: -5 dB
- SAT: � ... � 16       20 dB
Rauschmaß SAT: < 7 dB
Übersprechdämpfung: > 26 dB
Stromabgabe Terr.: 18 V / 250 mA
LNB-Stromabgabe:
- Gesamt-Fernspeisestrom:     1200 mA
- Einzel-Fernspeisestrom: 300 mA
Leistungsaufnahme:
- max. Terr.  18 V / 250 mA:  54 W
- max. Terr. 0 V : 50 W
- Standby / Terr. 18 V 250 mA:      8 W
- Standby / Terr. 0 V: 3 W

Max. Ausgangspegel/Stammleitungen:

Terr.

5 ... 862 MHz 16x 950            ... 2200 MHz

~

SAT-ZF-Verteilung
16 SAT-ZF-Ebenen

SAT IF distribution
16 SAT IF signals

Basic multiswitch
useable
� as stand alone switch for

8 Receivers
� for extension with SMK 17x9 F,
� as repeater amplifier or 
� as end of line multiswitches.

Technical data:
Frequency range:
- Terrestrial passive 5 ... 862 MHz
- SAT-IF 950 ... 2200 MHz

Gain / Trunklines:
- Terr.: -5 dB
- SAT: � ... � 16       20 dB
Noise figure SAT: < 7 dB
Switching Isolation: > 26 dB
Remote current Terr.:     18 V / 250 mA
Max. LNB remote current:
- Total current:     1200 mA
- Single port current: 300 mA
Power consumption:
- max. Terr. 18 V / 250 mA:           54 W
- max. Terr. 0 V: 50 W
- Standby / Terr. 18 V / 250 mA:    8 W
- Standby / Terr. 0 V: 3 W

Max. output level / trunklines:

EN 50083-3 / 35 dB IMA  :        110 dBµV
EN 50083-3 / 35 dB IMA  :         110 dBµV2

3
EN 50083-3 / 35 dB IMA  :      110 dBµV
EN 50083-3 / 35 dB IMA  :         110 dBµV2

3

SMS 17089 NF 842425 510 x 211 x 56 mm

8 Teilnehmerausgänge
Auskoppeldämpfung (Receiver A ... H):
- Terr.: 20 ... 23 dB
- SAT: 3 ... +4 dB

Entkopplung
- Stamm / Stamm: > 30 dB
- Receiver/Receiver: > 28 dB

Selektion Terr. pass. / SAT: > 30 dB
SAT / Terr.: > 32 dB

• Strombedarf
je Receiver 25 mA

� Dem Multischalter liegen 17 DC-ent-
koppelte Abschlusswiderstände bei. 
Damit sind die Stammleitungen 
abzuschließen.

8 Receiver outputs
Tap loss (Receiver A ... H):
- Terr.: 20 ... 23 dB
- SAT: 3 ... +4 dB

Isolation
- Trunk / Trunk: > 30 dB
- Receiver/Receiver: > 28 dB

Rejection Terr. pass. / SAT: > 30 dB
SAT / Terr.: > 32 dB

• Current consumption
from Receiver 25 mA

� 17 isolated terminations are shipped 
with the basic multiswich to terminate 
the trunklines.
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