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SAT-ZF-Verteilung
2 SAT-ZF-Ebenen

• Kompakt-Multischalter

• ohne terr. Einspeisung

• ohne Netzteil
(Versorgung durch Receiver).

� Die Umschaltung erfolgt mittels
< 14,5 V = Vert. / > 16,0 V = Hor.
LNB-Versorgungsspannung des
Receivers über das HF-Kabel.

Zum Einsatz in 

� Mehrteilnehmeranlagen
� Sternverteilung.

� Einsetzbar auch als Signalverteiler 
für die Kompakt-Kanalaufbereitung 
SKK 63xx !

8 Teilnehmerausgänge

Verstärkung:               2 ... 3 dB
Übersprechdämpfung:       > 26 dB
Entkopplung Rec./Rec.:    > 26 dB

Max. Ausgangspegel:

Rauschmaß:                          7 dB
Strombedarf:                      75 mA
Max. Fernspeisestrom:          500 mA

• Kaskadierbar
12 Teilnehmerausgänge

Durchgangsdämpfung:            0 dB
Abzweigdämpfung: 0 dB
Übersprechdämpfung:       > 26 dB
Entkopplung Rec./Rec.:      > 23 dB

Stamm/Stamm   30 dB

Max. Ausgangspegel:

Rauschmaß:                          6 dB
Strombedarf:                      75 mA
Max. Fernspeisestrom:          500 mA

SAT IF distribution
2 SAT IF signals

• Compact multiswitches

• Distribution of SAT IF only

• Remote powered by satellite 
receiver.

� The IF polarity selection is controlled
by the remote voltage, < 14,5 V =
vert. / > 16,0 V = hor. provided by
the receiver.

To be used in

� SMATV systems
� Star distribution networks.

� Also useable as splitter to feed the
processing headend  SKK 63xx !

8 receiver outputs

Gain:    2 ... 3 dB
Switching isolation:               > 26 dB
Isolation rec./rec.:                > 26 dB

Max. outputlevel:

Noise figure:                             7 dB
Current consumption:             75 mA
Max. capacity (IF ports):        500 mA

• Cascadable
12 receiver outputs

Through loss:                         0 dB
Tap loss:                0 dB
Switching isolation:               > 26 dB
Isolation rec./rec.:                > 23 dB

trunk/trunk:               30 dB

Max. outputlevel:

Noise figure:                             6 dB
Current consumption:             75 mA
Max. capacity (IF ports):        500 mA

SMS 281 F 842341 90 x 139 x 38 mm

SMS 2212 F 842344 90 x 202 x 38 mm

EN 50083-3 / 35 dB IMA  :           98 dBµV
EN 50083-3 / 35 dB IMA  :       86 dBµV2
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